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Bakgrund 
Sunpath har uppmärksammat att ett system som är förberett för RSL men där RSL ej är monterad bryter 
mot gällande TSO-godkännande. 
 
Enligt gällande regler är det tillåtet att montera bort samtliga RSL-detaljer och sätta systemet i drift. 
 
 
Omfattning 
Samtliga system av typen Sunpath Javelin/Javelin Odyssey som är förberedda för RSL men där RSL ej 
är monterad. 
 
Undaget är system tillverkade efter februari 2007 då dessa är förberedda för Skyhook. 
 
 
Åtgärd 
I de fall där RSL (linan i sig) saknas skall samtliga tillhörande detaljer såsom guideringar och velcrot på 
reservbärremen avlägsnas. 
 
Fallskärmsjournal märks med ”RSL bortmonterad” samt K-nummer. 
 
 
När 
Senast nästa reservompackning. 
 
 
Vem 
K2 eller K3. 
 
 

Bilaga 

Sunpath guidelines: ”Reserve Static Line (RSL) and the Javelin/Javelin Odyssey” 

 

 
Övrigt 

I de fall då en RSL är monterad är det upp till den enskilde användaren att välja om denne vill ha den 
inkopplad på huvudfallskärmens bärrem. 

 

Sunpath och SF/MK avråder stark från att ta permanet avlägsa RSL. Ett bättre alternativ är att montera 
RSL och lämna beslut om användande till den enskilde hopparen. 



 
 
 
 
 
 
 
                                                 February 27, 2007 

 
 
 

Reserve Static Line (RSL) and the Javelin/Javelin Odyssey 
 
Reference:  This letter supersedes SPP letter regarding removal of the reserve 
static line (RSL) dated 16 May 2005. 
 
 

1. Is the RSL a part of the TSO’ed components of the system? 
 

YES 
 

2. Can any or all of the RSL components (RSL lanyard, hook Velcro on 
reserve riser, guide rings on pin flap and main riser RSL ring) be 
removed from a Javelin/Javelin Odyssey without voiding the TSO. 

 
YES, however the FAA determines this to be an “alteration”.   This means 
that only a master parachute rigger can perform this action.    (Ref. AC105-2c) 
Once the master rigger removes the requested RSL components, the 
alteration must be noted on both the packing data card and the master 
parachute riggers log book.   
 
3.   Does removal of the RSL void the TSO? 
 YES, this only applies if someone OTHER than an FAA master parachute 
rigger or foreign equivalent removes any  RSL components, or the removal of 
the components is not logged on the packing data card.   
 
4. Who can pack a reserve in a Javelin/Javelin Odyssey without a RSL? 
 
As long as a master parachute rigger has indicated the removal of the 
components, (i.e. lanyard, rings, Velcro) on the packing data card, any senior 
or master rigger or foreign equivalent can repack the reserve. 
 
5. Who can pack a main in a Javelin/Javelin Odyssey without a RSL? 
 
As long as a master parachute rigger has indicated the removal of the 
components, (i.e. lanyard, rings, Velcro) on the packing data card, any senior 
or master rigger or foreign equivalent, anyone under the direct supervision of 
the afore mentioned or the person making the next jump can repack the 
main. 



 
 
 

5. If I am a senior rigger and I get a Javelin/Javelin Odyssey to repack 
that has any or all RSL components removed, what do I do? 

 
The senior rigger will need to check the packing data card to see if the 
appropriate entries have been made.  If yes, then the rig is “legal” to be 
packed by a senior rigger.  If not, the rig will need to be taken to a master 
rigger who can approve the alteration and note the removal of the 
components.   The master riggers data card/log book notation is only 
certifying the alteration. 
 
6. Who is authorized to remove the RSL and when? 
 
Only a Master parachute rigger or foreign equivalent can permanently remove 
the RSL components thus altering the TSO’ed system. 
 
The user can “disengage” the RSL lanyard by disconnecting the snap 
shackle, only in an emergency situation.   The owner/jumper (unless a master 
rigger) is not authorized to permanently remove the RSL lanyard. 
 

Sun Path Products, Inc. position on the removal of the RSL components remains 
unchanged.  “Permanent removal of this part is highly discouraged and NOT 
recommended”.   However we do acknowledge situations that the user may wish 
to have the RSL components removed from the system or not have the system 
installed with the components at all.  Therefore this guidance should serve as 
reference for fielded systems as well as new assemblies.   
 
Systems manufactured after Feb 2007, come with the RSL/Collins lanyard as 
standard items.   This incorporates the Marine eye reserve ripcord, Curved 
Reserve Pin with lanyard and the RSL/Collins lanyard.   
 
 The Skyhook can be added by the manufacturer as an option by adding the Red 
Skyhook lanyard to the RSL/Collins lanyard and corresponding skyhook on the 
reserve bridle.   
 
An alteration to the RSL/Collins lanyard on the post Feb. 2007 rigs will require a 
terminal pin reserve ripcord which must be replaced with factory TSO’ed 
components only.    ***  (reference Pg 6. of the Javelin/Javelin Odyssey Owners 
Manual   Rev. 2 Issue 01  March 2007) 
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